UartLoader Manual
This loader support upgrade s.w by uart port even the s.w in the flash is crash(even bootloader is broken).
1. Make sure your receiver has been connected to your pc through uart interface,and make the receiver power-off firstly.
2. change your the s.w’s name to “rom.bin”, put it in the same directory as ConsoleDown_v1.3.3.11.exe.
3. right click the ConsoleDown.bat,you can see the default setting as: 
“ConsoleDown_v1.3.3.11.exe -f .\rom.bin -c 4 -i 1502 -b 115200 \n pause”. Usually we only need to modify the “-c 4” which means “com port” and the “-i 1502”. You need to adjust the number “4” to the com port which you are using for this uart loader. As default it means port 4. For “-i”,you need to adjust as the chipset type,for 1502 chipset,make it as “1502”;For 1512 chipset,please change to “1512”.
4. After confrim the setting ok and save the ConsoleDown.bat,double click ConsoleDown.bat.In the normal situation it will show like this:
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5. Power on your receiver, in normal condition,it will show as below as:
If after 10 seconds nothing change,you need to reboot the receiver again. 
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6. If connection ok,it will start to transfer data and write the flash in the receiver. If everything is ok,when the programming finish,it will show as:
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7. Reboot your receiver then everything is finish.

8. If there is any timeout event or error,press “ctrl+c” to stop the programmer and restart again.
